                                          IPAP-EKM

                      IPAP-EKM it is converter from binary code to serial code LS. 
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Technical date :

Supply voltage: 12-27 VDC

Inputs : 9 positive logic 24V DC
Output : serial line  - signal LS
Type of display :  SD4632  , SD4018
Terminal inputs :    A……binary code  A

                                B…... binary code  B

                                C…... binary code C

                                D…... binary code D

                               NAH…… signal up ( Arrow down on the display )
                               DOL…… signal down ( Arrow down on the display )
                               ZPO/GONG……  signal slow speed ( initialization of display’s gong  )
                               PRE……  signal overload ( scroll overload on the display )
                               R…… reserve  

Terminal outputs :  LS …. serial line ( like SERIE D) 

Power supply terminal :  GND …….0V

                                         24V ……..24V DC

                                                                                                                       Table for setting of the position 







      sequence by JP switch
	
	JP1
	JP2
	JP3
	JP4

	0,1,2,3…
	-
	-
	-
	-

	S,P,1,2…
	X
	-
	-
	-

	-1,0,1,2…
	-
	X
	-
	-

	-2,-1,0,1,2…
	X
	X
	-
	-

	-1,1,2,3,4…
	-
	-
	X
	-

	1,2,3,4…
	X
	-
	X
	-

	P,1,2,3,4…
	-
	X
	X
	-

	S,P,2,3,4…
	X
	X
	X
	-

	-4,-3,-2,-1,0,1…
	-
	-
	-
	X

	-3,-2,-1,0,1…
	X
	-
	-
	X

	-2,-1,1,2,3…
	-
	X
	-
	X

	S,1,2,3,4…
	X
	X
	-
	X

	-1,P,1,2…
	-
	-
	X
	X
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                                                                                                                      X- jumper connected
Application :
This IPAP EKM is possible to use for converting of the outputs binary code

of the EKM board to serial signal LS ( same like for SERIED board).
It is possible to use the serial scrolling dot display SD4018 or SD4632 

( 3 wires : 24VDC,0VDC , LS signal).

